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Add a new second sentence at the end of the first sentence "Prednlling procedures will not be 
conducted for soil gas sampling using direct-push methods " 
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At the end of the first bullet add the following sentence When direct-push methods are being used, 
monitor at ground level each time the direct-push rods are withdrawn ' 
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The types of contamination that may be encountered within potentially contaminated work 
areas include the followmg 

0 Low-level radioactively contammated substances 

Nonradioactive RCRA-regulated hazardous (hazardous) substances 
Mixed (low-level radioactive and hazardous substances) 

PREDRILLING PROCEDURES 

Prednlling procedures will be conducted pnor to dnlling a well or bomg regardless of the 
work area charactenzation Predrilling procedures will not be conducted for soil gas 
samplmg using direct-push methods Prednlling procedures include the following 

0 Subcontracting personnel will conduct a radiological screening (see SOP 
FO 16, Field Radiological Measurements) of the ground surface pnor to any 
dnlling activity 

0 The surface soil around the staked bonng or well location will be wetted with 
distilled water from a hand-pressurized spray bottle 
sufficient to preclude dust generation dumg the soil removal process 

The wetting will be 

0 The subcontractor personnel will use a shovel to remove a depth of 

approximately 8-inches of soil from an arc of sufficient size to allow for 
approximately 2 inches of clearance on each side of the auger The wet soil 
will be spread over the ground near the dnlling site Dnlling activities may 
now begm The shovel will be decontammated between work areas 
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Monitor the borehole for organic vapors and radiological contaminants where 
the intrusive work is occumng The results of monitonng shall be recorded 
on Form FO 8A When hollow-stem augers are being used, monitor inside the 
auger each time the dnve head is removed When solid-stem augers are being 
used, monitor the cuttings at ground level each time the auger is stopped 
When dlrect-push methods are being used, monitor at ground level each time 
the direct-push rods are withdrawn 

If the cuttings or core are wet, smears will be taken to monitor the presence of 
radioactive matenals Document that a smear was taken and the smear 
number on Form FO 8A Smear results will be documented on Form 1 1B in 

the Environmental Management Radiological Guidelines (EMRGs), Manual 
NO 3-21000-OPS-EMRG 

Single OVD or field radiological measurements greater than the background 
measurement may indicate the presence of hazardous or radioactive 
substances and must be venfied as descnbed in Subsection 6 3 1 

When an OVD or field radiological measurement above background is 

detected, all intrusive work will stop until the verification procedures are 
complete 

6.3.1 Verfied Positive Readings 

The following venfication procedures will be used after detecting an initial OVD or 
radiological measurement greater than the background measurement The verification 
process will be recorded on Form FO 8B, Venfication of Organic Vapor Monitonng Results, 
and Form FO 16A, Results of Radiological Monitonng in the Field 
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